COATINGS:
FRAMEWORK ~-COATED PER (ASTM-F-1043) TYPE A
WELDED FABRIC-COMBINATION 2./2" x 2" - 2" x 2" G.AW.
OR PVC COATED.
OTHER FABRIC COMBINATIONS AVAILABLE
FITTINGS -GALVANIZED PER (ASTM-A153)
TOP RAIL=263 LBS @ MID POINT OF 10'-0" SPAN

PHYICAL PR@PERT@ES

WALL WEIGHT SECTION YIELD MAX., BENDING
DIMENSIONS ~ THICKNESS PER FOOT MODULUS STRENGTH MOMENT LB. IN
3.25" x 2.50" 0©.150" 5.30# 1.25 60.000 75,000
OPTIONAL
3.25" x 2.50" 0©.230" 4.50%# 1.083 60.000 ©4,980
BOULEVARD CLAMP WELDED POST WELDED POST
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/3 STRANDS OF BARBED WIRES

I

% ——1.625 X 1.25" ROLL FORMED

% TOP, MIDDLE AND BOTTOM RAIL
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POST SPACING MAY VARY
DEPENDING ON
APPLICATION AND WIND

LOAD SPECIFIED IN M.P.H.

k\<%7ﬂ=@” MAX, %%7”@” MAX. %

OPTION-1 OPTION-2
—= 1.25"
i | 31.8 MM
1.625" 1.35 LB/FT
43.3 MM L 2.0 kg/wm
TOP RAIL

2.50"
63.5 MMT

BARB ARM

RETRO BAR CLAMPS

BAN C-RAIL ENDS TO CONNECT PANELS
3.25" AT MIDPOINT OF
. 21.6 MM POST 12” TO 3-8” OC
5/16" BOLT&NUT TYP. % DESCRIPTION | maTERIAL
RAILS AT END MACHINING TOLERANCES | FABRICATION TOLERANCES
LINE POST 8
530 LB/FT SCALE _ NONE | CHKDBY DTM | b 10000 [ApERae . i
S8k &/ DWN BY DTMos/17/s7] APP'D BY Ol 100 R A e oo
BAN OPTIONALA.40 LB/FT SUPER 'C' with BARB WIRE, ROUND TERM. (WELDED WIRE)
0.130 6.52 kg/m — > REF. No.
TERMINAL PG CAD FILENAME: o
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